
REVOLVE MINIFUGE
DIGITAL CENTRIFUGE



Revolve Minifuge has centrifugation power of 15000 rpm,
corresponding to 15596 g. Revolve Minifuge centrifuge comes with
a 12 slot closed rotor, accommodating 1.5/2 mL tubes. Rotor
Options : 12 slots Aluminum rotor with metal safety lid for 2.0mL
microtubes and 2×8 PCR strip rotor for 0.1/0.2mL tubes. Additional
adaptors for 0.2 and 0.4/0.5 mL tubes are provided with the
instrument. Revolve Minifuge centrifuge strip rotor, suitable for
2x8x0.2mL tubes.

RV-MINI-15

Revolve Minifuge for 12x 1.5-2.0mL tubes.
Maximum Speed rpm / rcf (g) 15000rpm / 15596g.
Rotor Capacity 12 slots Aluminum rotor with metal. safety lid
for 2.0mL microtubes (pre-installed) and 2×8 PCR strip rotor
for 0.1/0.2mL tubes.
Robotic integration (Optional) Yes, can be interfaced via
USB.
Lid Lock Safety Imbalance Detection.
Can be operated remotely via laptop/computer.
Operation records saved in an Excel sheet.
Highspeed Brushless DC Motor Maintenance Free.
Noise Level <62 db.
Large Backlit LCD Display showing set parameters.
2 Years Warranty.



Motor Brush-less DC motor

Speed Setting Variable 500 - 15000
RPM

Rotor Capacity 12 x 2  ml (microtubes)

Speed Accuracy +- 100 RPM

Run time &  Mode  30 secs  - 999 mins &
Infinite mode

Motor Brush-less DC motor

Ambient Temperature 5 - 40 °C

Permissible Relative
Humidity  ≤ 80%

Weight 4.5 Kg (with rotor)

Power Consumption 72 W

GET IN TOUCH

Revolve Scientific Equipment Trading LLC 
Abu Dhabi, UAE, info@revolvescientific.com

sales@revolvescientific.com, service@revolvescientific.com
+971 54 710 8986, +971 54 710 8987, +971 54 710 8988
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