REVOLVE REFRIGERATED
UNIVERSAL CENTRIFUGE
15000 RPM



Universal centrifuge is equipped with a maintenance free drive, a
large display & simple interface for efficient operation for daily lab
usage. The programmable centrifuge can deliver up to 15000 RPM
and can accommodates different types of rotors. It features various
programmable mode to save time & add convenience. Quick cool
function temperature from -10°( to 40°C.

SALIENT FEATURES

« Delivers up to 15000 RPM for all compatible rotors

« BLDC maintenance free motor drive

« Imbalance detection safety with auto cutoff feature

« Lid lock safety feature

 Lid does not open during operation

« Program mode for customized operation

« Speed setting by RPM/RCF mode

« Countdown timer range from 30 sec to 999 mins 59 second &
infinite mode

« Last run memory feature

« Convenient and easy user interface

« Emergency lid release during power cutoff

« Automatic internal diagnosis & error display

« Auto rotor detection feature




PRODUCT SPECIFICATION

Motor Type

Brushless DC Motor

Max capacity

400 ml (4x 100 ml)

Speed Setting

Variable 500 - 15000 RPM

Speed Steps

*100 RPM

Speed Accuracy

+100 RPM

30 sec to 999 mins 59 second & infinite

Run Time
mode
Min. Acceleration & Deceleration
. 60 seconds
Time
Noise Level <65 dB (A)
Ambient Temperature 5-40°C

Size (L x Bx H)

705 X 585X 330 mm

Weight

< 57 kgs without rotor

Power Supply

230 VAC, 50Hz




Accessories
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4x8ml PCR Strip Rotor

44x2ml Fixed angle rotor

24x2ml Fixed Angle

4x100ml Fixed Angle

16x15ml Fixed Angle



i 4x100ml Swing Out Rotor With Lid
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dp . 16x15ml Fixed angle rotor

7

32x6ml Swing Out Rotor

2x Microplates Swing Out Rotor




@ \ Fixed Angle Rotor Capacity : 8x5m

o Fixed Angle Rotor Capacity : 4 x 50 ml

GET IN TOUCH

Revolve Scientific Equipment Trading LLC

Abu Dhabi, UAE, info@revolvescientific.com
sales@revolvescientific.com, service@revolvescientific.com
+971 54 710 8986, +971 54 710 8987, +971 54 710 8988



