
SOXHLET APPARATUS 
FOR ESTIMATION OF FAT



The system features automatic detection of the siphoning cycle with
adjustable settings from 1 to 99, a digital timer with 1 to 999 minutes of
time setting, and a digital energy regulator with 10-step power control. It
includes a safe temperature setting to prevent accidents, a PT 100
external temperature probe with auto-detection upon plug-in, and an
auto heater cut-off with visual and audio error indicators. 

The chemical and heat-resistant body enhances the unit's longevity, while
built-in calibration allows for error correction. Additionally, it boasts a
large character digital display for improved visibility and a rotary knob
for precise adjustments of time, safe temperature, and energy
percentage regulation. 



PARAMETERS SA250 SA500

Heating Power 150 Wattage 200 Wattage

No. of position 6 6

Process Timer 0-999 min 0-999 min

Energy control Digital
energy regulator

Digital
energy regulator

Single necked flat bottom
flask 250 ml 500 ml

Extractor 100 ml 200 ml

Condenser Coil Condenser medium Coil Condencer
Large

Extractor 100 ml 200 ml

Unit External dimensions 310 x 1035 x 770 mm 310 x 1035 x 890 mm

Fuse rating 10 Amps 10 Amps

Ordering information RV-SA-250 RV-SA-500

Inbuilt safety control

 Display of time, safe
temperature and

energy percentage 

INTELLIGENT LED

SAFE

PRECISE
Inbuilt Precise
temperature 

control upto +/- 1 °C

PRODUCT SPECIFICATION
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GET IN TOUCH

Automatic detection of siphoning cycles with
settings ranging from 1 to 99.

Digital timer with 1 to 999 min time setting.

Digital energy regulator with 10 step power 
       regulation.

Safe temperature setting to prevent accidents.

Built in calibration for error setting.

Chemical and heat resistant body enhancing life of unit. 


