
RV-SDU-4L
PROGRAMABLE SINGLE

DISTILLATION UNIT 4L/HR
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Revolve Programmable Single Distillation Unit is made from 3.3
expanded borosilicate glass, an excellent choice for laboratory
users who want to save on electricity and cold water while still
getting just the right quality and quantity of distilled water.
The two-stage distiller provides automatic operation to obtain
pure water through distillation, which can remove various
impurities. Raw water boils to produce steam, and this steam is
sent to the condenser, where it turns into liquid state without
impurities.

RV-SDU-4L

PROGRAMABLE SINGLE
DISTILLATION UNIT



TEMPERATURE SENSOR offer overheat
protection. A temperature sensor
feedback checks for sufficient water level
in the boiler and indicates with a buzzer
turning the heater will turn off. Also  
displays an error message safely ending
the process.

The Built – in CLEANING GUIDE helps the
user clean any sediment deposition in
simple steps.

THREADED JOINTS for leak free operation.

Purified Water Specs - Typical

 Feature/ Model SDU

 Conductivity (S/ cm)
 

 < 3 x 10-6
 

Biological Activity  Pyrogen Free
 

USER PRESET: Simply Preset The quantity of distilled water required .
 
AUTOMATIC SHUT OFF after producing the set volume, saving chemist’s
time, power and water consumption.

COUNTDOWN TIMER that estimates the time to collect desired volume.
Digital alerts to alert the user.

The AUTO CUT OFF system which will alert the user of any malfunction like
disruption in feed water supply / probe errors / heater failure and safely
shut off.



Dist. water output
cap (Ltr/hr) 4 LPH

Minimum cooling water requirement 
(Ltr/min) 2

Total Power consumed (kw) 3.5

Conductivity (S/cm) <3 x 10-6

Distilled Temp (0C) 65 - 75°C

Voltage (V) 230 - 250V

Boilogical Activity Pyrogen Free

Dimensions in mm (W x D x H ) 650 x 630 x 440mm

Heater Quartz

Boiler Borosilicate

Condenser Borosilicate

Ordering information RV-SDU-4L

Technical Specifications

 **Inlet water TDS < 100 ppm Note: Because of difficulties associated with measurement of the pH value of high purity
water and the doubtful significance values obtained, limits for the pH value of grade 1 & grade 2 water have not been
specified.

GET IN TOUCH

Revolve Scientific Equipment Trading LLC 
Abu Dhabi, UAE, info@revolvescientific.com

sales@revolvescientific.com, service@revolvescientific.com
+971 54 710 8986, +971 54 710 8987, +971 54 710 8988
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