
    WATER BATHS



The Water Baths provides a range of sizes to accommodate your needs,
making them perfect for various laboratory applications. Their space-saving
design maximizes bench space efficiency, while the PID Controller ensures
easy temperature selection, quick heat-up, and excellent stability. 

These water baths are versatile and suitable for numerous uses, including
routine lab tasks, maintaining samples at a consistent temperature,
incubation, materials and corrosion testing, temperature control for cultures,
thermal testing of food, and dental applications.

    WATER BATH

Construction
Constructed entirely from SS 304 stainless steel for durability.
Features a seamless, deep-drawn stainless steel pan (SS 304) with rounded
corners, making cleaning easy with no sharp edges.
Equipped with a perforated base plate for improved convection.
Designed with a space-saving layout for efficient use of space.

Types & Capacities 

Unstirred Digital Water Bath : Models with filling volumes from 5L, 12L, 20L             

Circulating Digital Water Bath : Models with filling volumes from 12L, 20L, 35L           

Safety 
Elegant looks & Glasswool Insulation.
Safe - No interfering heating elements in the bath corners, making cleaning
easy with no sharp edges.
Over heat protection
Alarm indication



PARAMETERS WB5 WB12 WB20

Internal dimensions
 (WxDxH)

330mm x 180mm x
300mm

330mm x 300mm x
150mm

500mm x 300mm x
150mm

Unit External
Dimensions (WxDxH)

300mm x 150mm x
150mm

375mm x 340mm x
300mm

540mm x 340mm x
300mm

Mains voltage 220v - 240v 220v - 240v 220v - 240v

Current consumption 4A 9A 11A

Power consumptions 700w 1600w 2000w

Temperature range Ambient to 99°C Ambient to 99°C Ambient to 99°C

Tank material SS 304 SS 304 SS 304

Display 7 Segment LED 7 Segment LED 7 Segment LED

Inbuilt temperature
probe PT-100 PT-100 PT-100

Timer Display Yes (Max
99hr:59min) Yes (Max 99hr:59min)Yes (Max

99hr:59min)

Accuracy in temp. (+/-) 0.5 Degree (+/-) 0.5 Degree (+/-) 0.5 Degree

Timer Display Yes (Max
99hr:59min) Yes (Max 99hr:59min)Yes (Max

99hr:59min)

RPM No No No

Safety temp limit cut off Yes (99 degree) Yes (99 degree) Yes (99 degree)

Water drain valve No No No

Media stirrer No No No

Error setting Yes Yes Yes

1 point calibration Yes Yes Yes

2 point calibration Yes ( 40°C & 70°C) Yes ( 40°C & 70°C) Yes ( 40°C & 70°C)

PID settings Yes Yes Yes

Probe error detection Yes ( If open
probe circuit)

Yes ( If open probe
circuit)

Yes ( If open probe
circuit)

Ordering information RV-WB-5 RV-WB-12 RV-WB-20

Technical Specifications of unstirred water bath



PARAMETERS CWB12 CWB20 CWB35

Nominal Capacity 12L 20L 35L

Working Temperature Range Ambient +5 to
99°C

Ambient +5 to
99°C

Ambient +5 to
99°C

Temperature Accuracy at 37°C ±0.2°C ±0.2°C ±0.2°C

Circulation By PTFE stir bar By PTFE stir bar By PTFE stir
bar

Interior Dimension (L × B × H) in
mm

330 × 300 × 150
mm

500 × 300 × 150
mm

650 × 350 ×
150mm

Exterior Dimension (L × B × H) in
mm

375 × 325 × 450
mm

550 × 350 × 450
mm

675 × 375 ×
450 mm

Electrical requirement 6A 9A 15A

Power consumptions 900W 2000W 3000W

External Temperature Probe PT1000 PT1000 PT1000

USB Interface - Data Logging  USB   USB   USB 

Lid Type
SS Lid with 6
position
Concentric Rings 

SS Lid with 8
position
Concentric
Rings 

SS Canopy

Ordering information RV-CWB-12 RV-CWB-20 RV-CWB-35

Technical Specifications of Circulating water bath



GET IN TOUCH

Revolve Scientific Equipment Trading LLC 
Abu Dhabi, UAE, info@revolvescientific.com

sales@revolvescientific.com, service@revolvescientific.com
+971 54 710 8986, +971 54 710 8987, +971 54 710 8988
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Accessories 

SS-Lid with Nylon Concentric Rings Transparent Polycarbonate Gabled Lid


